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Features and Specifications

Voltage:   120-240V 50/60Hz
Power consumption:  7 watts
Color temperature:  2200-2700K
Luminosity:  280 lumens
Luminaire efficacy:  40 lumens/watt
Color rendition index:  90 CRI
Rated lifespan:  50,000 hours
Bulb type:   LED flat panel
Cord length:  6 feet

Table and Floor Lights
Available in multiple heights and diameters, Carousel lighting feautures a painted steel 
tray with integrated wireless charging for up to two Qi-compatible mobile devices . A touch 
senstive control at the center of the charging station allows for 3-stage dimming . A USB-C 
charging port is also integrated into the side of the tray . The tray rests atop an acrylic 
diffuser, which emits light housed on the underside of the tray . The cord is wrapped in fabric .

Additional Notes

All Carousel lighting is ETL and CE certified .

Surfaces

Base Acrylic
Bronze (TR-B12)
Clear (TR-B13)

Tray Paint
Black (TR-B36)
Terracotta (TR-B15)
White (TR-B21)

Pablo Designs | Pablo Pardo and Pablo Studio | 2022 | Imported from China

Carousel
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To order, specify:

Pablo Designs | Pablo Pardo and Pablo Studio | 2022 | Imported from China

1 . Product number

2 . Base acrylic

3 . Tray paint

H: 4 .3"
110mm

D: 12"
300mm

Table Light, 4.3" x 12" Number        List Price

HCPL-CST1-12  510 .00 

Carousel

H: 6 .9"
175mm

D: 12"
300mm

Table Light, 6.9" x 12" Number        List Price

Table Light, 4.3" x 16" Number        List Price

H: 4 .3"
110mm

W: 12"
300mm

H: 6 .9"
175mm

W: 12"
300mm

H: 4 .3"
110mm

H: 4 .3"
110mm

D: 16"
406mm

W: 16"
406mm

H: 6 .9"
175mm

D: 16"
406mm

Table Light, 6.9" x 16" Number        List Price

H: 6 .9"
175mm

W: 16"
406mm

H: 18"
457mm

D: 16"
406mm

Floor Light Number        List Price

H: 18"
457mm

W: 16"
406mm

Ø: 12"
300mm

Ø: 12"
300mm

Ø: 16"
406mm

Ø: 16"
406mm

Ø: 16"
406mm

HCPL-CST2-12  550 .00 

HCPL-CST1-16  535 .00 

HCPL-CST2-16  575 .00 

HCPL-CSF1-16  650 .00 




